
50’



B-12

B-13

B-14

B-15

LEGEND

ELECTRIC BOX

TO BE RELOCATED

BY OTHERS

ELECTRIC POLE

TO BE RELOCATED

BY OTHERS

NOTE:

PROPOSED FULL DEPTH PAVEMENT

REMOVE EXISTING PAVEMENT

MILL/OVERLAY EXISTING PAVEMENT

REFER DWG NO. 34 & 35 FOR PIPE PROFILE 

AND PIPE SCHEDULE

BOTTOM 

WIDTH

2

1

STA. 127+00, 35 FT LEFT 1 EA.

STA. 126+68, 36 FT RIGHT 1 EA.

STANDARD CONCRETE END SECTION FOR 24" RCP 

(MDSHA STD NO 368.02)

3.

2.

1.

BOTTOM  EL. 334.5

ROADWAY

PERPETUAL

DRAINAGE

EASEMENT

TELEPHONE POLE

TO BE RELOCATED

BY OTHERS

SATELLITE DISH

TO BE RELOCATED 

BY OTHERS

AFTER REMOVING EXISTING PAVEMENT FROM THE 

EXISTING ROAD, BACK FILL WITH A MINIMUM 

OF 4" TOP SOIL, SEED AND MULCH TO MATCH 

THE GRADES TO EXISTING CONDITIONS.

 

REMOVE AND DISPOSE OF EXISTING PAVEMENT 

WITHIN THE LIMITS OF EXCAVATION AND 

ROADWAY EMBANKMENT. THE COST FOR REMOVAL 

SHALL BE INCIDENTAL TO THE PERTINENT 

CLASS OF EXCAVATION.

REMOVE AND REPLACE UNSUITABLE MATERIAL

TO 4’ DEPTH WITH COMMON BORROW

STA. 126+75 TO STA.128+75  2040 CY.

4" TOPSOIL, SEED & MULCH - TYP.

APPROX.

EX. GRD.

TYPICAL SECTION AT WET SWALE NO. 5

(SECTION X-X)

STATION TO STATION L.F.

TRAFFIC BARRIER W-BEAM USING 6 FT  POSTS

STA. 300+38 TO STA. 302+62 RIGHT

STA. 300+38 TO STA. 302+62 LEFT

STA. 125+90 TO STA. 126+85 RIGHT

STA. 127+17 TO STA. 132+50 RIGHT

STA. 125+61 TO STA. 132+50 LEFT

224

224

95

533

689

TYPE B TRAFFIC BARRIER END TREATMENT

STATION

STA. 303+00 LEFT

STA. 303+00 RIGHT

EA

1

1

TYPE C TRAFFIC BARRIER END TREATMENT

STATION EA

1

1

STA. 125+40 RIGHT

STA. 125+50 LEFT

W-BEAM TRAFFIC BARRIER

W-BEAM TRAFFIC BARRIER

TYPE B TRAFFIC BARRIER

END TREATMENT

TYPE C TRAFFIC BARRIER

END TREATMENT

NEW

6’X6’

HOUSE

NEW

METER

SERVICE

W-BEAM TRAFFIC BARRIER

STA. 124+63 TO STA. 124+73 RIGHT 26

1.

2.

3.

SCALE 1" = 5’

CONSTRUCTION

EASEMENT

CONSTRUCTION

EASEMENT

CONSTRUCTION

EASEMENT

CONSTRUCTION

EASEMENT

ONLY ONE GRADE CROSSING SHALL BE OPEN AT A TIME.

 

THE EXISTING GRADE CROSSING MUST BE CLOSED 

IMMEDIATELY AFTER THE NEW GRADE CROSSING IS 

COMPLETED AND OPEN TO TRAFFIC.

 

THE GRADE CROSSING SURFACE WORK AND WARNING DEVICES

INSTALLATION WILL BE PERFORMED BY CSXT AND ALL APPROACH

ROADWAY WORK WILL BE PERFORMED BY THE CONTRACTOR.

CSXT COORDINATION NOTES

CONSTRUCTION

EASEMENT

19’ RR

CROSSING

GATES

OVERHEAD RR SIGNAL

CONSTRUCTION

EASEMENT

OVERHEAD RR SIGNAL

APPROXIMATE WATER TABLE

EL. 333.0

* 4:1 SIDE SLOPE - TYP. ALL FOUR SIDES

R=15’

R=10’

REMOVAL AND DISPOSAL OF EXISTING PAVEMENT 

OUTSIDE THE LIMITS OF EXCAVATION SHALL BE 

PAID FOR UNDER THE REMOVAL OF EXISTING 

PAVEMENT ITEM.

4.

STATION TO STATION C.Y.

322

124

STA. 124+00 RT. TO STA. 700+00 LT.

STA. 125+12 TO STA. 125+87 RT.

278

REMOVAL OF EXISTING PAVEMENT

STA. 132+20 TO STA. 132+50, RIGHT 1 L.S.

REPLACE DRIVEWAY ENTRANCE

(REFER TO DWG. 7 FOR DRIVEWAY

REPLACEMENT DETAIL)

STA. 304+90, 16 FT. RIGHT

STA. 126+23 TO STA. 131+50 LT.

EXISTING TREES TO BE REMOVED

WITHIN LIMITS OF GRADING.

DATE

TIMOTHY E. MCSHANE

17262

04-30-2010

CONCRETE RETAINING WALL 

TRAFFIC BARRIER THRIE 

BEAM ANCHORAGE

CONCRETE RETAINING WALL WITH

42-INCH F-SHAPE BARRIER

(STD.NO.BR-SB(6.56)-05-371)

REFER TO DWG. 90 & 93



1

44

39

36

B
U

S
H
 

C
R

E
E

K

STATION TO STATION L.F.

388

STATION

STA. 800+00 TO 803+62,LEFT

L.F.

STA. 137+22, 32' LT.        51

STA. 136+63, 70' LT.        73

STA. 138+60, 40' RT.       164

STA. 138+00, 70' RT. TO

 FOR TREE PROTECTION

TEMPORARY ORANGE CONSTRUCTION FENCE

STATION TO STATION L.F.

TRAFFIC BARRIER W-BEAM USING 6 FT  POSTS

STA. 132+50 TO STA. 132+89 RIGHT

STA. 132+50 TO STA. 132+94 LEFT

TYPE B TRAFFIC BARRIER END TREATMENT

STATION

STA. 400+45 LEFT

EA

REMOVE & DISPOSE EXISTING METAL FENCE

STA. 800+29 TO STA. 800+65 RIGHT

5' 
SHOULDER

5' 
SHOULDER

B
U
S

H
 
C
R
E
E

K

BUSH CREEK

171

1 EA.

1 EA.

1 EA.

1 EA.

L.F.

365

360

153

50

50

STATION TO STATION S.Y.

MILL AND OVERLAY EXISTING PAVEMENT

STA. 801+30 TO 803+62 628

STA. 400+56 TO 400+65 23

STREAM

STATION TO STATION L.F.

STA. 138+27 TO 139+93, RIGHT

STATION TO STATION

THRIE BEAM TRAFFIC BARRIER 

STA. 139+20 TO STA. 139+80 RT 

STA. 139+20 TO STA. 139+80 LT 

STA. 136+30 TO STA. 137+90 RT 

STA. 136+30 TO STA. 137+90 LT 

STATION TO STATION

5' WOOD POST & BARBED WIRE FARM FENCE

STATION TO STATION C.Y.

REMOVAL OF EXISTING PAVEMENT

STA. 139+00 TO STA. 139+50 LT

STA. 139+00 TO STA. 139+50 RT

STA. 135+60 TO STA. 137+00 LT

STA. 133+49 TO STA. 137+00 RT

STA. 800+73 TO STA. 803+62 LT

REMOVE AND DISPOSE OF EXIST. TRAFFIC BARRIER W BEAM  

CONCRETE RETAINING WALL

EP-C&P2

AREA W5

WETLAND

EP-C&P3

OPEN FIELD

STUMP TO REMAIN

EXIST. TREE TO BE REMOVED

FOR  "T" TURNAROUND

STANDARD DETAIL NO. S-20a

REFER TO FREDERICK COUNTY

INCLUDING ASPHALT PAVEMENT

REMOVE EXISTING 25'x24' BRIDGE SUPERSTRUCTURE

METAL FENCE

END TREATMENT

TYPE B TRAFFIC BARRIER
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0
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137+00
+50 138+00
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5
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+
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C
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801+00
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803+00
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T
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8
0
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+
8
9
.
2
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P
.

C
.
S

T
A
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8
0
2

+
0
5
.
7
5

P.O.T.STA. 133+26.14 =

P.O.T.STA. 800+00

P.C.STA. 800+40.39

P.T.STA. 800+85.24

B

B

C

C

C

C

B

C

C

P
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T
.

S
T

A
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1
3
6

+
8
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.
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5

P.O.T.STA. 400+00.00

P.O.T.STA.133+28.88 =

P
.

C
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S
T

A
.
 
1
3
3

+
8
5
.
1
8

13
4+

0
0

+5
0

135
+0

0

+50

136+0
0 +50

AREA W4

WETLAND

AREA W4

WETLAND

AREA W3

WETLAND

MAP 87 PARCEL 116

LEWIS SHAPIRO

L. 1850 F. 68

1.170 ACRES

MAP 87 PARCEL 168

GARY & HARRIET JONES

3.798 ACRES

L. 1000 F. 421

FREDERICK PONY CLUB, INC.

'PARCEL B'

È8.00 ACRES

MAP 87 PARCEL 72

AND FURTHER DESCRIBED IN

PLATTED IN L. 491 F. 257

L. E.S.3  F. 350

L. 1178 F. 90

MAP 87 PARCEL 55

DOROTHY MALONE

0.428 ACRES

L. 1266 F. 282

MAP 87 PARCEL 116

0.380 ACRES

LEWIS SHAPIRO

L. 1850 F. 68

N

LIMIT OF WORK

STA. 400+65

MEET EXIST. CONDITIONS

MUSSETTER ROAD

2
2
'

IJA
MSVIL

LE

ROAD

+
8
5
.
4
1

+
4
7
.
0
2

+
5
5
.
2
0

30'
R

3
0
'

R

R
O

A
D

M
U
S
S
E
T
T
E
R

L. 1215 F. 673
0.207 ACRES

JOHN & LINDA TREGONING
MAP 87 PARCEL 1999

LIMIT OF WORK

STA. 803+62

+
8
4
.
9
8

2
2
'

R30'

N.B.R
.

"T" TURNAROUND
IJAMSVILLE

N
 
6
1
6
4
5
0

N
 
6
1
7
1
0
0

E 1220750

E 1221150

NOTE:

FOR BRIDGE TYPICAL SECTION

REFER TO DWG NO. 85 

PROPOSED BRIDGE STRUCTURE

11

11

EGENDL

B CONSTRUCTION

L

25'R

2
5
'

R

7
0
'

24'

24'

TO BE SAVED.

EXIST. TREES 

TO BE SAVED.

EXIST. TREE

TO BE SAVED.

EXIST. TREE

FLOW

2.

1.

P
R
O
P
E
R
T
Y
 
L
IN

E

P
R
O
P
E
R
T
Y
 
L
IN

E P
R

O
P
E

R
T

Y
 

L
IN

E

P
R
O
P
E
R
T
Y
 
L
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E

P
R

O
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E
R

T
Y
 

L
IN

E

P/GL, P/GE, P/R

B CONSTRUCTION,L

MAP 87 PARCEL 56 

58.57 ACRES
L. 5186 F. 113

REMAINDER OF ORIGINAL 'PARCEL A'

PLATTED IN L. 491 F. 257

JOSHUA AND KRISTINA NICODEMUS

L. 5186 F. 113

MAP 87 PARCEL 56

JOSHUA & KRISTINA NICODEMUS

REMAINDER OF ORIGINAL 'PARCEL A'

PLATTED IN L. 491 F. 257

CLASS OF EXCAVATION.

SHALL BE INCIDENTAL TO THE PERTINENT 

ROADWAY EMBANKMENT. THE COST FOR REMOVAL 

WITHIN THE LIMITS OF EXCAVATION AND 

REMOVE AND DISPOSE OF EXISTING PAVEMENT 
 

THE GRADES TO EXISTING CONDITIONS.

OF 4" TOP SOIL, SEED AND MULCH TO MATCH 

EXISTING ROAD, BACK FILL WITH A MINIMUM 

AFTER REMOVING EXISTING PAVEMENT FROM THE 

1
2
'
 

12'

EASEMENT

CONSTRUCTION

EASEMENT

CONSTRUCTION

EASEMENT

CONSTRUCTION

EASEMENT

CONSTRUCTION

3.

PAVEMENT ITEM.

PAID FOR UNDER THE REMOVAL OF EXISTING 

OUTSIDE THE LIMITS OF EXCAVATION SHALL BE 

REMOVAL AND DISPOSAL OF EXISTING PAVEMENT 

BRIDGE.

BE INCIDENTAL TO REMOVAL OF EXISTING 

REMOVAL OF EXISTING PAVEMENT ON BRIDGE TO 4.

2
2
'

+56
.39

2
2
'

+
7
1
.
1
4

2
2
'

216.15'R422.00'R

400.00'R

350.00'R

16
.3

3
'

+23.69

5' FARM FENCE

EXIST. METAL FENCE

REMOVE AND DISPOSE

RIGHT OF WAY LINE

TO BE PLACED AT

5' FARM FENCE

3
2
' 16

'
N
 
6
1
7
1
0
0

E 1221150

11
'

11
'

1 L.S.

18'

25' WETLAND BUFFER

MILL/OVERLAY EXISTING PAVEMENT

REMOVE EXISTING PAVEMENT

PROPOSED FULL DEPTH PAVEMENT

DATE

17262

TIMOTHY E. MCSHANE

04-30-2010

REFER TO DWG. 90 & 93

(STD.NO.BR-SB(6.56)-05-371)

42-INCH F-SHAPE BARRIER

CONCRETE RETAINING WALL WITH

STA. 132+50 TO STA. 800+77, RT

AREA
MITIGATION
WETLAND

SEE DWG. 97
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L
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L
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W
5

2
2
'

+

J
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R
-
1
7

EASEMENT
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J
A

R
-
1
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TO BE RELOCATED BY OTHERS

EXIST. OVERHEAD LINE

RELOCATED BY OTHERS

ELECTRIC POLE TO BE
J
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FREDERICK F-0705

BM

REMAIN IN PLACE

TELEPHONE POLE TO

ELECTRICAL BOX AND

GUARDRAIL

PORCH

HEADWALL

30 0

1" = 30'-0"

30 60

TRAFFIC BARRIER

OF EXISTING W BEAM

REMOVE AND DISPOSE

WELL HOUSE

STA. 136+98 TO STA. 139+34 RT

STA. 139+50 TO STA. 140+15 RT

229

56

STA. 133+00  RT 10

TO
 I-
70

E
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-
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D
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BUILDING

BUILDING

BUILDING

BBQ

BRICK

TO MD. RTE. 80
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DATE: SCALE:

OVER BUSH CREEK
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ROADWAY PLAN 
STA. 132+50 TO STA. 139+50

12

1" = 30'

C
S

X
 
R

A
I
L
R

O
A

D



STREAM

STREAM

30 0

1" = 30'-0"

30 60

5' SHOULDER

5' SHOULDER

1EA

1EA

1EA

480

532

222

229

340

198

49

82

43"X68" RCEP 

MODIFIED TYPE C ENDWALL FOR 

14"x23" RCEP 

MODIFIED TYPE C ENDWALL FOR 

IJAMSVILLE ROAD

AND PIPE SCHEDULE

REFER DWG NO. 35 & 37 FOR PIPE PROFILE 

STATION TO STATION C.Y.

L.F.STATION

STA. 144+65 98

EXISTING PIPE TO BE REMOVED

STATION TO STATION S.Y.

MILL AND OVERLAY EXISTING PAVEMENT

STA. 501+50 TO 501+60 24

STATION TO STATION L.F.

STA. 143+61 29

STATION TO STATION L.F.

STA. 140+15 TO 142+25 RT.

PIPE INVERTS

HW-3

HW-4

HW-10

HW-11

351.9'

349.1'

REMOVE AND RESET EXISTING FENCE

W-BEAM TRAFFIC BARRIER WITH 6FT POSTS

344.6'/343.8'

346.9'/346.0'

OUTLET PROTECTION

CLASS II RIP-RAP

STA. 500+40 50

STA. 500+50 20

286

STATION TO STATION L.F.

5' WOOD POST & BARBED WIRE FARM FENCE

STA. 139+50 TO STA. 144+30, LT.

STA. 139+50 TO STA. 144+82, RT.

STATION TO STATION L.F.

STA. 142+15 RT. TO STA. 144+37 LT.

REMOVE AND DISPOSE EXISTING FENCE

STA. 142+88 TO STA. 145+17, RT.

STA. 501+00 TO STA. 501+49, LT.

STA. 145+17 TO STA. 146+00, RT.

REMOVAL OF EXISTING PAVEMENT 

STA. 142+20 TO 500+80, LEFT

STA. 143+98 TO 146+00, RIGHT

 FOR STANDARD CURB OPENING DETAILS

REFER TO MD SHA STD NO.640.02

EASEMENT

DRAINAGE

PERPETUAL

L

EASEMENT

DRAINAGE

PERPETUAL

(30' X 25')

CLASS II RIP-RAP

EASEMENT

CONSTRUCTION

EASEMENT

CONSTRUCTION

EASEMENT

CONSTRUCTION

PAVEMENT ITEM.

PAID FOR UNDER THE REMOVAL OF EXISTING 

OUTSIDE THE LIMITS OF EXCAVATION SHALL BE 

REMOVAL AND DISPOSAL OF EXISTING PAVEMENT 4.

DWG. NO. 35.

FOR MODIFIED TYPE C ENDWALLS, REFER TO 5.

EXISTING FENCE

REMOVE AND DISPOSE

10.0'

4
1
.
0
'

R=10'R=10'

EASEMENT

CONSTRUCTION

B CONSTRUCTION

(12' X 10')

CLASS II RIP-RAP

EASEMENT

CONSTRUCTION

BY OTHERS

TO BE RELOCATED

EXIST. POLE

LIMIT OF WORK

END OF CONTRACT B

LIMIT OF WORK

END OF CONTRACT B

AS SHOWN

RIGHT OF WAY LINE

RELOCATED AT

FENCE TO BE

OPEN FIELD

EP-C&P4

EP-C&P4.5

NOTES:

CLASS OF EXCAVATION.

SHALL BE INCIDENTAL TO THE PERTINENT 

ROADWAY EMBANKMENT. THE COST FOR REMOVAL 

WITHIN THE LIMITS OF EXCAVATION AND 

REMOVE AND DISPOSE OF EXISTING PAVEMENT 3.

2.

1.

 

THE GRADES TO EXISTING CONDITIONS.

OF 4" TOP SOIL, SEED AND MULCH TO MATCH 

EXISTING ROAD, BACK FILL WITH A MINIMUM 

AFTER REMOVING EXISTING PAVEMENT FROM THE 

1.

CSX NOTES:

 

CROSSING IS COMPLETED AND OPEN TO TRAFFIC.

CLOSED IMMEDIATELY AFTER THE NEW GRADE 

THE EXISTING GRADE CROSSING MUST BE 

TIME.

ONLY ONE CSX CROSSING SHALL BE OPEN AT A  

2.
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STA. 144+47, 29 FT LEFT 1 EA.

STA. 145+08, 38 FT RIGHT 1 EA.

STA. 500+71, 32 FT LEFT 1 EA.

STA. 500+78, 24FT RIGHT 1 EA.

STA. 144+40, 32 FT LEFT 62 S.Y.

STA. 500+75, 33 FT LEFT 14 S.Y.
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ROADWAY PLAN 
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AREA W5
WETLAND

AREA W5
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WETLAND AREA W3

WETLAND

AREA W2
WETLAND
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BOUNDARY SURVEY

PB. 24 PG. 98

57.561 ACRES

L. 1125 F. 783

VICTORIA & HOWARD NICODEMUS

MAP 87 PARCEL 255

STA. 139+50 TO STA. 146+50
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RIGHT 24.10

STA.500+50.00

ELEV. 351.62
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14" X 23" R.C.E.P. CLASS IV

 

 

STA. 143+84, 32 FT RIGHT

STA. 500+80, 18 FT LEFT

STA. 142+20, 18 FT LEFT

(MD SHA STD NO 605.02)

TYPE B TRAFFIC BARRIER END TREATMENT
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92

STA. 144+75

STA. 144+64

WITH TYPE B END TREATMENTS

PROP. W-BEAM TRAFFIC BARRIER

WITH TYPE B END TREATMENTS

PROP. W-BEAM TRAFFIC BARRIER

P/GL, P/GE, P/R 

B CONSTRUCTION

C ENDWALL

MODIFIED TYPE

MAP 87 PARCEL 56 

58.57 ACRES
L. 5186 F. 113

REMAINDER OF ORIGINAL 'PARCEL A'

PLATTED IN L. 491 F. 257

JOSHUA AND KRISTINA NICODEMUS

MAP 87 PARCEL 56 

58.57 ACRES
L. 5186 F. 113

REMAINDER OF ORIGINAL 'PARCEL A'

PLATTED IN L. 491 F. 257

JOSHUA AND KRISTINA NICODEMUS

43"X 68" R.C.E.P. CLASS IV 

TO BE RELOCATED BY OTHERS
EXIST. OVERHEAD LINE

RIGHT OF WAY LINE

TO BE PLACED AT

5' FARM FENCE

LINE AS SHOWN

AT RIGHT OF WAY

RELOCATED

FENCE TO BE
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DATE
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TIMOTHY E. MCSHANE

04-30-2010
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